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ORDERING INFORMATION

To order please specify

Type Designation Part number (PNR)
CE620 Piezoelectric accelerometer See below

ACCESSORIES 

Supplied
Item Type Part number (PNR)
• Adaptor studs M8x1.25 

(1/4-28UNF-2A to M8x1.25)
M8x1 
(1/4-28UNF-2A to M8x1)
1/4-28UNF 
(1/4-28UNF-2A to 1/4-28UNF-2A)

Note: One of each type of adaptor stud is supplied with a CE620, that is, one M8x1.25, one M8x1 and one 1/4-28UNF.

Optional
Item Type Part number (PNR)
• Cable assemblies EC602 

(Standard version with a 2-pin MIL-C/DTL-5015 type connector 
and ETFE 2-wire cable)

922-602-000-001

EC612 
(Standard version with a 2-pin MIL-C/DTL-5015 type connector 
and ETFE 2-wire cable with metallic overbraid)

922-612-000-001

EC318 
(Standard version with a 2-pin MIL-C/DTL-5015 type connector 
and RADOX ® 125 2-wire cable)

922-318-000-002

EC318
(Standard version with a 2-pin MIL-C/DTL-5015 type connector 
and RADOX ® 125 2-wire cable with protection tube)

922-318-000-403

EC319 
(Splashproof version with a 2-pin MIL-C/DTL-5015 type connector 
and RADOX ® 125 2-wire cable)

922-319-000-002

EC319 
(Splashproof version with a 2-pin MIL-C/DTL-5015 type connector 
and RADOX ® 125 2-wire cable with sealed protection tube 
(leaktight))

922-319-000-103

Note: The cable length must be specified when ordering a cable assembly. 

Sensitivity (B)

100 100 mV/ g
500 500 mV/ g

Ordering number: 444 - 620 - 000 - 011

Environment (A)

Standard 1
Explosive (Ex i) 2

A B
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